
Look at American Technology...
See the Difference.

C O M P A S S  &  T E M P E R A T U R E  S Y S T E M
ATC is proud to introduce this new 
combination compass and outside 
temperature display system. Latest state 
of the art circuitry includes FastCalô, 
SmartCalô, and an icing condition warning.

Feature packed system includes:
ICE WARNING feature
Continuous "self Calibration"
Vacuum fluorescent display
In-dash or console mountable with abs 
bezel to conceal screw
Easy touch buttons for simple 
calibration-mode and farenheit/celcius
Remote sensor for accurate compass 
readings
Moisture-proof remote sensor for 
accurate outside temperature readings
Sleep mode-one touch, 10 second display 
of compass/temperature with ignition off
EPROM stored memory-no need to 
recalibrate after removing/reconnecting 
power source
Complete kit with sensors, cables, and 
instructions
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specifications
+9vdcto+16vdc

−40cto+85c
storage temperature
supply current active mode

−55cto+105c
0.3amps

supply current sleep mode
compass resolution

0.001amps
45degrees

vacuum fluorescent
compass/outsidetemperaturedisplay

dash mount compass kit

p/n AT-COMP-01

CALL US TODAY
WITH YOUR APPLICATION!

Cal l  us or v is i t  our websi te today!
www.atcomp.com

1.800.238.2687

e-mail sales@atcomp.com
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